1080p - Home Security Camera System

Network Video Recorder (NVR)

8 Channel IP Camera Inputs
Video HDMI Video Output

HD (1080p)

Normal, Intelligent, and Motion

Record
Detection Recording Modes

Playback Fast forward / Rewind / Slow play / Digital Zoom

1 SATA (3.5") 1TB Included

Storage
Supports up to 6TB
1 RJ45 10/100/1000Mbps Self-Adaption Ethernet Port
External 2 USB 2.0 Interfaces
Interface
1 HDMI Port
Smart Motion Detection
Alerts &

iFi At Mobile Push Alert
Notifications obile Push Alerts

Supports On/Off and Setting by Schedules

Connectivity Internet with >2Mbps Upload Speed

Requirements i0S (v9.0 or newer) or Android (v4.0 or newer)

Working

. 32°F-104°F
Environment
Power <19W (Without 1TB Hard Drive)
Consumption
Power DC 12V, 2A

Size 7.9"x 55" x1.6"




Power Repeater

Connectivity
Requirements

Internet with >2Mbps Upload Speed

10S (v9.0 or newer) or Android (v4.0 or newer)

Working

. 32°F-104°F
Environment
Power _ 1w
Consumption
Power DC 12V, 1.5A

Size

4.65" x 3.33" x 1.46"




1080p IP Camera

1080p HD Color Sensor

77° Angle of View

Camera
3.6mm Lens
4x Digital Zoom
Video HD (1080P) 25fps
Up to 65ft
Smart .
. . . Aut tic IR-cut
Night Vision ttomatic fix-cu
Adjustable in the App
Alerts & Smart Motion Detection
Mobile Push Alerts
Notification Supports ON/OFF, Setting by Schedule

Connectivity
Requirements

Internet with >2Mbps Upload Speed

10S (v9.0 or newer) or Android (v4.0 or newer)

Working

Environment

Weatherproof

14°F-122°F

Power Supply Simplified Power over Ethernet (SPoE)
Power
2W~4W
Consumption
Size 2.2"x 21" x 34"
Encryption 256-bit +



javascript:

Cables

NVR Cable<

1 x 3.5 feet (both Ethernet connectors)

1 x 26 feet (both Ethernet connectors)

Cable Length

2 x 50 feet, 4 x 82 feet,

2 x 98 feet (Ethernet & Micro-USB 2.0 connectors)




